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ABOUT US
At BeNed BVBA we develop and manufacture technical street furniture for public spaces. 
Our underground BeNedkast housing can be used for a variety of purposes such as 
control equipment and electrical and water supplies. We also provide custom work. . 
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OUR PRODUCTS

TECHNICAL STREET FURNITURE

Underground housing for control equipment for example 
for sewage pumps, traffic lights or security, power supplies to sockets, 
telecoms etc.

While it is simple the control equipment housing is 
highly functional and flexible. A removable plastic mounting plate 
is fitted to the inside of the  cover, 
allowing easy installation of controls or installations of different kinds. 
The cables are led safely to the underside of the housing by means of a cable drag chain.

The control equipment can be fully inset into a flat surface. 
The unit will not form an obstacle whether it is in or out of use. 
The housing has a single compartment and features a stainless steel cover 
(in chequer plate or ready for the application of surfacing materials). 
The housing makes use of the bell trap system. 
The box can be fully inset into a flat surface

CONTROL EQUIPMENT
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TECHNICAL STREET FURNITURE

Operation
To open the control equipment unit first unlock the cover with a square socket. 
A lock with a crank handle is located behind the cover. 
Once unlocked the hinged cover can be opened with the assistance of the gas springs. 
Once opened the cover is locked to prevent it falling.

The air chamber housing the mounting plate and the equipment is fitted to the cover. 
With the cover in the vertical position after opening the equipment can be accessed safely and easily. 
An optional step plate can be fitted in the housing to facilitate user convenience. 
The control housing need only be operated for regular maintenance and in the event of a fault.

Technical data
• External dimensions (l x b x d):
     - Compact CEK-L: approx. 811 x 757 x 500mm
     - 1M: approx. 811 x 1,177 x 500mm
     - 2M: approx. 1.178 x 1.210 x 746 mm 
     - 3M: approx. 1.694 x 1.249 x 746 mm 
• The cover can be in matt blasted stainless steel, or ready for the application of surfacing materials.
• Maximal load on cover: 12.5 tonnes in accordance with standard EN124.
• Suitable for power supplies from the electricity company.
• Housing in stainless steel.
• The cover can be provided with either one or two gas springs with protection from personal injury
     - Lockable with europrofile half cylinder lock.
     - The bell trap protects the equipment against the ingress of water 
        (no connection to the drainage system is required).
     - Models 2M and 3M are fitted with a cable drag chain.
     - Satisfies electrical standards.

Versions
There are three versions of the control equipment housing:
• Compact
• 1 Modular
• 2 Modular
• 3 Modular

Effective internal space available for equipment (w x h x d):
• Compact CEK-L: approx. 550 x 425 x 170 mm
• 1 Modular: approx. 540 x 840 x 270 mm
• 2 Modular: approx. 850 x 800 x 270 mm
• 3 Modular: approx. 1.230 x 840 x 270 mm

Guarantee
The housing is guaranteed for 12 months following delivery
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